
A I R B O R N E  T E L E C O M M U N I C A T I O N  S Y S T E M S



Cellular, Satcom, or both. Clear, uninterrupted telecommunication – 

on the ramp or in the clouds. Patented AirCell technology lets you bring

office capabilities with you wherever you go. Direct dial. Voice. Fax. 

E-mail. Internet access. Even multiple line capabilities. All available for a

fraction of the cost of competing systems. And designed to fit your life.

Your needs. Your style.

Our full line of accessories and add-on hardware lets you take control

and customize your in-flight telecommunication experience. From a

variety of aesthetic options that address color and form, to additional

hardware that expands system capabilities, you have the freedom to

build your AirCell system to match your telecommunication needs.



STANDARD HANDSET WITH CRADLE

Practical and ergonomic. The
large, lighted display and keypad
provide ease-of-operation, and
the convenient coilcord – extend-
ing to beyond six feet – gives you
generous mobility. This handset
includes a standard hang-up 
cradle with an RJ-45 connector
and RJ-11 data jack. Available in
all AirCell colors.

FLUSH-MOUNT HANDSET

Whether installed in the drink rail,

sidewall, or bulkhead, this sleek

handset complements any cabin

suite.The easy-release button and

five-foot retractable cord ensure

convenience, and the entire unit

can be mounted with less than

1.75" depth, which means you 

can install it almost anywhere.

Available in all AirCell colors.

PORTABLE COILCORD HANDSET

The ultimate choice for flexibility

and convenience. Simply plug this

handset into the LEMO receptacle

and you’re connected to the world.

When not in use, the handset can

be stowed anywhere you like – 

in a small drawer, cabinet, or seat

back pocket. The six-foot match-

ing coilcord adds even more

mobility. For use with LEMO 

receptacles and available in all

AirCell colors.

This easy-to-store handset is ideal

for the customized interior. The

retractable cord housing can be

mounted out-of-sight – in a drawer,

cabinet, or wall – and the handset

itself can be stowed using a stan-

dard cradle or by being placed in

a secure area. Available in all

AirCell colors.

CUSTOM RETRACTABLE HANDSET



CORDLESS HANDSET

Enjoy the convenience of cordless.

This handset provides you with the

freedom of untethered operation in

the cabin. This rechargeable flush-

mount handset is also an easy drop-

in replacement for the corded flush-

mount handset.

ABH 5015 CORDLESS HANDSET  

Cordless bulkhead handset unit

with integral credit card reader.

Your passengers or crew can now

pay for calls as they are made.

Just swipe a major credit card,

and make the call. Eliminates the

nuisance of customer billing.

Systems can be configured with

two ABH 5015s to operate in

queue or conference mode.

AIRCELL HANDSET COLOR OPTIONS

PORTED CRADLE

With RJ-11 (standard telephone)

and RJ-45 (standard handset)

ports, this cradle lets you connect

laptop modems and fax machines.

For added convenience, it also

serves as a cradle for the

Standard, Portable Coilcord, and

Custom Retractable Handsets.

Available in all AirCell colors.

Available in Midnight Black,

Stone Gray, and Natural Beige,

AirCell handsets and cradles are

designed to match your style.



GROUND BLADE ANTENNA

NAV BLADE ANTENNA

HIGH-SPEED STANDARD ANTENNA

Designed specifically for the

AirCell network, this belly-mount

antenna is rated for up to 600

knots.  Featuring both airborne and

ground cell antenna elements in a

single housing, it keeps you con-

nected on the ramp or in the sky.

Adding airborne cellular capability

to your aircraft doesn’t need to

mean additional antennas. Simply

replace your current nav blades

with this sleek two-piece AirCell

VOR/Glideslope antenna.

Note: A separate Ground Blade

Antenna is required tor communi-

cation on the ground. Nav Blade

antennas cannot be installed on T-

tail aircraft.

Don’t wait for take-off to make

your important calls. Designed for

use with the Nav Blade Antenna,

this aerodynamic antenna mounts

on the belly or the top of the air-

craft and gives you cellular capa-

bility while on the ramp. 

IRIDIUM SATELLITE ANTENNA

Finally, a tiny Satcom antenna that

could fit in your hand. The low-profile

Iridium patch antenna connects an

AirCell system to the Iridium global

satellite network. Stay connected,

anywhere in the world.



D E S I G N I N G  Y O U R  A I R C E L L
T E L E C O M M U N I C AT I O N  S Y S T E M

in touch, in flight.

1

Decide whether you would like 
cellular (airborne, ground, or both) 

or Satcom service, or both. 

2

Determine how many telephone 
lines you would like.

3

Select the antennas that best fit
your needs.

4

Select the handset styles and colors
that complement your aircraft interior.
Each telephone line can handle up to

four handsets.

5

Decide how many data ports (for laptop
or fax connections) and LEMO®

Receptacles (for Portable Coilcord
Handsets) you’ll need to turn your 

aircraft into a complete 
communications center.  

6

Select the service plan that 
best suits your usage.

www.aircell.com  
888.328.0200 USA Toll-free
+1.303.379.0271 Worldwide

F L U S H - M O U N T  H A N D S E T
Connection to aircraft wiring is via standard 15-contact "D-sub" connectors.
Available in Midnight Black, Stone Gray, and Natural Beige.
Volume: 10.18" L x 3.00" W x 2.50" H (25.86 cm x 7.62 cm x 6.35 cm) 
Weight: 1.4 pounds (.64 kg)

C U S T O M  R E T R A C T A B L E  H A N D S E T
Connection to aircraft wiring is via standard 15-contact "D-sub" connectors.
Available in Midnight Black, Stone Gray, and Natural Beige.
Volume: 7.75" L  x 2.10" W x 2.00" H (19.69 cm x 5.33 cm x 5.08 cm)
Weight: 0.9 pounds (.41 kg)

P O R T A B L E  C O I L C O R D  H A N D S E T
Connection to aircraft wiring is via standard 15-contact "D-sub" connectors.
Available in Midnight Black, Stone Gray, and Natural Beige.
Volume: 7.75" L  x 2.10" W x 2.00" H (19.69 cm x 5.33 cm x 5.08 cm) 
Weight: 0.7 pounds (.32 kg)

C O R D L E S S  H A N D S E T
Connection to aircraft wiring is via standard 15-contact "D-sub" connectors.
Available in Midnight Black, Stone Gray, and Natural Beige.
Volume: 10.18" L x 3.00" W x 2.50" H (25.86 cm x 7.62 cm x 6.35 cm)
Weight: 1.4 pounds (.64 kg)

A B H  5 0 1 5  C O R D L E S S  H A N D S E T
Connection to aircraft wiring is via standard 15-contact "D-sub" connectors.
Available in Midnight Black, Stone Gray, and Natural Beige.
Volume: 13.10" L x 5.32" W x 2.50" H (33.27 cm x 13.51 cm x 6.35 cm)
Weight: 2.8 pounds (1.27 kg)

P O R T E D  C R A D L E
Volume: 4.12" L x 2.75" W x 1.60" H (10.47 cm x 6.99 cm x 4.06 cm)
Weight: 0.3 pounds (.14 kg). Connects via 15-contact "D-sub" connectors.

H I G H - S P E E D  S T A N D A R D  A N T E N N A
For both airborne and ground cellular service.
Volume: 4.85" L x 2.00" W x 6.40" H (12.32 cm x 5.08 cm x 16.26 cm)
Weight: 1.1 pounds (.50 kg) 
Air Speed Rating: 600 kt TAS

I R I D I U M  S A T E L L I T E  A N T E N N A
For global Iridium Satcom service.
Volume: 3.50" Diameter x .68" H (8.89 cm x 1.73 cm)
Weight: .40 pounds (.18 kg)
Air Speed Rating: 0.92 Mach

N A V  B L A D E  A N T E N N A
For airborne cellular phone service.
Volume: 11.5" L x 2.08" W x 5.50" H (29.21 cm x 5.28 cm x 13.97 cm) 
Weight: 2.0 pounds for pair (.90 kg)
Air Speed Rating: 600 kt TAS

G R O U N D  B L A D E  A N T E N N A
For cellular capabilities while on the ground.
Volume: 5.42" L x 1.92" W x 3.55" H (13.77 cm x 4.88 cm x 9.02 cm)  
Weight: 0.4 pounds (.18 kg)
Air Speed Rating: 600 kt TAS

S T A N D A R D  H A N D S E T  W I T H  C R A D L E
Connection to aircraft wiring is via standard 15-contact "D-sub" connectors.
Available in Midnight Black, Stone Gray, and Natural Beige.
Volume: 7.75" L x 2.10" W x 2.00" H (19.69 cm x 5.33 cm x 5.08 cm)
Weight: 0.9 pounds (.41 kg)

T E L E C O M M U N I C AT I O N  S Y S T E M S  
T E C H N I C A L  S P E C S




